
16 Piping Systems Catalogue 2014/2015

Geberit HDPE - Waste and drainage system

Access pipes

Access pipes

Geberit HDPE access pipe 90° with round access 
cover

Application Purpose

• For all drainage pipes

• For cleaning and inspection of pipe sections

Characteristics

• UV-resistant

• Round opening

Product Details

Scope Of Delivery

• Sealing cap PP

• Seal EPDM

Ordering Information

Geberit HDPE access pipe 45° with round access 
cover

Application Purpose

• For all drainage pipes

• For cleaning and inspection of pipe sections

Characteristics

• UV-resistant

• Round opening

Product Details

Scope Of Delivery

• Sealing cap PP

• Seal EPDM

Ordering Information

Geberit HDPE access pipe 90° with oval access 
cover

Application Purpose

• For all drainage pipes

• For cleaning and inspection of pipe sections

Characteristics

• UV-resistant

• Oval opening

Product Details

Scope Of Delivery

• Seal EPDM

• Steel cover, HDPE coated

Ordering Information

* K indicates the maximum shortening length

HDPE Access pipes

Product material HDPE 

Article no. dØ

[mm]

d1Ø

[mm]

A

[cm]

X1

[cm]

X3

[cm]

H

[cm]

K1

[cm]

K3

[cm]

364.451.16.1 63 63 9 10,5 7 17,5 4,5 1

365.451.16.1 75 75 9,5 10,5 7 17,5 3,5 –

366.451.16.1 90 90 11 12 8 20 3 –

367.451.16.1 110 110 9 13,5 10,5 24 4,5 –

368.451.16.1 125 110 13 15 10 25 6 1

369.451.16.1 160 110 15 21 14 35 12 4

Product material HDPE 
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367.453.16.1 110 110 19,5 6,5 9 18 27 5,5

368.453.16.1 125 110 20 7 10 20 30 7

369.453.16.1 160 110 22 9 12,5 25 37,5 11
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Product material HDPE 

Article no. dØ

[mm]

A

[cm]

X

[cm]

H

[cm]

h

[cm]

K*

[cm]

367.454.16.1 110 12 20 40 28 3

368.454.16.1 125 12,5 20,5 41 28 4

369.454.16.1 160 14 21,5 43 28 4

370.454.16.1 200 17,5 32,5 65 38 5,5

371.454.16.1 250 20 29 58 38 3

372.454.16.1 315 23 31 62 38 8
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