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Geberit Mapress
Geberit Mapress Carbon Steel System pipes

Geberit Mapress Carbon SteelSystem pipes

Geberit Mapress system pipe carbon steel, outside 
zinc-plated (small bundle)

Application Purpose

• For heating and industrial applications
• Not suitable for drinking water
• Not suitable for cooling systems

Characteristics

• Pipe outside zinc-plated, 8 - 14 μm
• Noncombustible, combustible substance class A1 in acc. with 

DIN 4102-1

Product Details

Scope Of Delivery

• Delivery in sections
• Small bundle
• For packing units see pricelist

Ordering Information

Geberit Mapress system pipe carbon steel, outside 
zinc-plated (large bundle)

Application Purpose

• For heating and industrial applications
• Not suitable for drinking water

Characteristics

• Free from substances that constrain from painting
• Pipe outside zinc-plated, 8 - 14 μm
• Noncombustible, combustible substance class A1 in acc. with DIN 

4102-1

Product Details

Scope Of Delivery

• Delivery in sections
• Large bundle
• For packing units see pricelist

Ordering Information

Geberit Mapress system pipe carbon steel, outside 
zinc-plated (middle bundle)

Application Purpose

• For heating and industrial applications
• Not suitable for drinking water

Characteristics

• Free from substances that constrain from painting
• Pipe outside zinc-plated, 8 - 14 μm
• Noncombustible, combustible substance class A1 in acc. with DIN 

4102-1

Product Details

Scope Of Delivery

• Delivery in sections
• Middle bundle
• For packing units see pricelist

Ordering Information

System pipes

Product material
Non-alloy steel 1.0034 E 195 
(DIN EN 10305) 

Thermal conductivity of pipe 60 W/(m·K)

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Article no. dØ
[mm]

DN diØ
[mm]

s
[mm]

L (m)
[m]

29252 15 12 12,6 1,2 6

29253 18 15 15,6 1,2 6

29254 22 20 19 1,5 6

29255 28 25 25 1,5 6

29256 35 32 32 1,5 6

29257 42 40 39 1,5 6

29258 54 50 51 1,5 6

29209 76,1 65 72,1 2 6

29210 88,9 80 84,9 2 6

29211 108 100 104 2 6

L d

di s

L d

di s

Product material
Non-alloy steel 1.0034 E 195 
(DIN EN 10305) 

Thermal conductivity of pipe 60 W/(m·K)

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Article no. dØ
[mm]

DN diØ
[mm]

s
[mm]

L (m)
[m]

29102 15 12 12,6 1,2 6

29103 18 15 15,6 1,2 6

29104 22 20 19 1,5 6

29105 28 25 25 1,5 6

29106 35 32 32 1,5 6

29107 42 40 39 1,5 6

29108 54 50 51 1,5 6

29159 76,1 65 72,1 2 6

29160 88,9 80 84,9 2 6

29161 108 100 104 2 6

Product material
Non-alloy steel 1.0034 E 195 
(DIN EN 10305) 

Thermal conductivity of pipe 60 W/(m·K)

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Article no. dØ
[mm]

DN diØ
[mm]

s
[mm]

L (m)
[m]

29112 15 12 12,6 1,2 6

29113 18 15 15,6 1,2 6

29114 22 20 19 1,5 6

29115 28 25 25 1,5 6

29116 35 32 32 1,5 6

L d

di s
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StSt

C-St

Cu

CuNiFe

Geberit Mapress system pipe carbon steel, zinc-
plated inside and outside (small bundle)

Application Purpose

• For sprinkler applications
• Not suitable for drinking water
• Not suitable for cooling systems

Characteristics

• Free from substances that constrain from painting
• Pipe inside and outside zinc-plated
• Noncombustible, combustible substance class A1 in acc. with DIN 

4102-1

Product Details

Scope Of Delivery

• Delivery in sections
• Small bundle

Ordering Information

Geberit Mapress system pipe carbon steel, zinc-
plated inside and outside (large bundle)

Application Purpose

• For sprinkler applications
• Not suitable for drinking water
• Not suitable for cooling systems

Characteristics

• Free from substances that constrain from painting
• Pipe inside and outside zinc-plated
• Noncombustible, combustible substance class A1 in acc. with DIN 

4102-1

Product Details

Scope Of Delivery

• Delivery in sections
• Large bundle

Ordering Information

Geberit Mapress system pipe carbon steel, plastic 
coated (small bundle)

Application Purpose

• For heating and industrial applications
• Not suitable for drinking water

Characteristics

• Free from substances that constrain from painting
• PP coating white

Product Details

Scope Of Delivery

• Delivery in sections
• Small bundle

Ordering Information

Product material
Non-alloy steel 1.0215 E 220 
(DIN EN 10305) 

C-Factor 120 

Thermal conductivity of pipe 60 W/(m·K)

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Article no. dØ
[mm]

DN diØ
[mm]

s
[mm]

L (m)
[m]

19452 15 12 12 1,5 6

19453 18 15 15 1,5 6

19454 22 20 19 1,5 6

19455 28 25 25 1,5 6

19456 35 32 32 1,5 6

19457 42 40 39 1,5 6

19458 54 50 51 1,5 6

19459 76,1 65 72,1 2 6

19460 88,9 80 84,9 2 6

19461 108 100 104 2 6

L d

di s

L d

di s

Product material
Non-alloy steel 1.0215 E 220 
(DIN EN 10305) 

C-Factor 120 

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Article no. dØ
[mm]

DN diØ
[mm]

s
[mm]

L (m)
[m]

19402 15 12 12 1,5 6

19403 18 15 15 1,5 6

19404 22 20 19 1,5 6

19405 28 25 25 1,5 6

19406 35 32 32 1,5 6

19407 42 40 39 1,5 6

19408 54 50 51 1,5 6

19409 76,1 65 72,1 2 6

19410 88,9 80 84,9 2 6

19411 108 100 104 2 6

Product material
Non-alloy steel 1.0034 E 195 
(DIN EN 10305) 

Thermal expansion 0.016 mm/(m·K)

Surface roughness 10 μm

Thermal conductivity of pipe 60 W/(m·K)

Article no. dØ
[mm]

DN diØ
[mm]

D
[cm]

s
[mm]

L (m)
[m]

19202 15 12 12,6 1,7 1,2 6

19203 18 15 15,6 2 1,2 6

19204 22 20 19 2,4 1,5 6

19205 28 25 25 3 1,5 6

19206 35 32 32 3,7 1,5 6

19207 42 40 39 4,4 1,5 6

19208 54 50 51 5,6 1,5 6

L

d

D

di s


