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Maximum working pressure: 34.5 bar

Nominal Size
(Inches /DN)

Pipe Outside 
Diameter

Coupling 
Dimensions

Weight
Kg. Approvals

A

1½” x 1¼" / 40 x 32 48.3 x 42.4 64.0 0.26 FM / UL / VDS

2” x 1 ¼" / 50 x 32 60.3 x 42.4 64.0 0.29 UL / VDS

2" x 1½” / 50 x 40 60.3 x 48.3 64.0 0.30 FM / UL / VDS

2½” x 1½” / 65 x 40 76.1 x 48.3 66.0 0.50 -

2½” x 2” / 65 x 50 76.1 x 60.3 65.0 0.45 FM / UL / VDS

3” x 1 ¼" / 80 x 32 88.9 x 42.4 65.0 0.55 -

3” x 1½” / 80 x 40 88.9 x 48.3 66.0 0.55 UL

3” x 2” / 80 x 50 88.9 x 60.3 66.0 0.57 FM / UL / VDS

3 x 2½” / 80 x 65 88.9 x 76.1 66.0 0.70 FM / UL / VDS

4” x 2” / 100 x 50 114.3 x 60.3 76.0 0.87 FM / UL / VDS

4” x 2½” / 100 x 65 114.3 x 76.1 76.0 0.93 FM / UL

4” x 3” / 100 x 80 114.3 x 88.9 76.0 1.00 FM / UL / VDS

5” x 2½” / 125 x 65 139.7 x 76.1 92.0 1.50 VDS

5” x 3” / 125 x 80 139.7 x 88.9 92.0 1.60 FM / VDS

5” x 4" / 125 x 100 139.7 x 114.3 92.0 1.60 FM / VDS

6” OD x 2” 165.1 x 60.3 103.0 2.70 FM / UL

6” OD x 3” 165.1 x 88.9 103.0 2.40 FM / UL
6” OD x 4” 165.1 x 114.3 103.0 2.10 FM / UL
6” OD x 5” 165.1 x 139.7 103.0 2.80 FM

6” x 2” / 150 x 50 168.3 x 60.3 103.0 2.30 FM / UL / VDS

6” x 2½” / 150 x 65 168.3 x 76.1 103.0 2.80 VDS

6” x 3” / 150 x 80 168.3 x 88.9 103.0 2.00 FM / UL / VDS

6” x 4” / 150 x 100 168.3 x 114.3 103.0 2.70 FM / UL / VDS

6” x 5” / 150 x 125 168.3 x 139.7 103.0 2.30 FM / VDS

8” x 3” / 200 x 80 219.1 x 88.9 128.0 3.80 FM

8” x 4” / 200 x 100 219.1 x 114.3 128.0 4.80 FM / UL / VDS

8” x 5” / 200 x 125 219.1 x 139.7 128.0 5.50 FM / VDS

8” x 6” / 200 x 150 219.1 x 168.3 128.0 4.20 FM / UL / VDS

10” x 6” / 250 x 150 273.0 x 168.3 154.0 7.00 -

10” x 8” / 250 x 200 273.0 x 219.1 154.0 8.95 FM / VDS

12” x 10” / 300 x 250 323.9 x 273.0 180.0 14.00 -

A

Nominal Size
(Inches /DN)

Pipe Outside 
Diameter

Coupling 
Dimensions

Weight
Kg. Approvals

A

3” x 2” / 80 x 50 88.9 x 60.3 90.0 0.80 -

4” x 2” / 100 x 50 114.3 x 60.3 105.0 1.35 -

4” x 2½” / 100 x 65 114.3 x 76.1 104.0 1.50 -

4” x 3” / 100 x 80 114.3 x 88.9 102.0 1.40 -

5” x 3” / 125 x 80 139.7 x 88.9 128.0 2.30 -

5” x 4" / 125 x 100 139.7 x 114.3 128.0 2.40 -

6” x 3” / 150 x 80 168.3 x 88.9 143.0 3.30 -

6” x 4” / 150 x 100 168.3 x 114.3 141.0 2.80 -

A

STYLE 15
Konsantrik Redüksiyon / Concentric Reducer 

Maximum working pressure: 34.5 bar

STYLE 16
Eksantrik Redüksiyon / Eccentric Reducer 


